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DIMENSIONS AND WEIGHTS*

Wet Weight = 417 kg (920 Ib)
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Weight = 450 kg (992 Ib)
(without cable)

Mainline Hoist Cable = 4
15.9 mm x 22.9 m (0.63 in x 75 ft)
single part line - 26 kg (58 Ib) . @ 2)

Wireline Hoist Cable =
4.8 mm x 1280 m (0.12 in x 4200 ft) ] I
118 kg (260 Ib)

816 mm 1448 mm
@ 9)

NOTE: Lengths mentioned do not
represent the max. rated
drum capacity, they are
typical values only.

Weight = 554 kg (1,222 Ib)
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* Dimensions and weights may vary depending on options and should be checked before crating or lifting.

Boart Longyear is constantly striving to improve its products and must therefore, reserve the right to change designs, materials, specifications and price without notice. Copyright © 2009 BOART LONGYEAR. All Rights Reserved
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DIMENSIONS AND WEIGHTS*
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Wet Weight (Bare) = 286 kg (630 Ib)
Wheel and Stub Axle (each) 51 kg (112 Ib)
Towing Hitch 25 kg (55 Ib) ? 1 I
Fuel Tank (wet) 57 kg (125 Ib)
Battery Box (including battery) 61 kg (134 Ib) (] 'g' b 3 Ug i e - 6(92? L“;“
Mud Tank Outriggers (each) 12 kg (26 Ib) ‘ i & S i =i l
Stabilizer Legs (each) 11 kg (25 Ib) _v
Operator Platform 12 kg (26 Ib) 2 ?316?)“ —.‘
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Dry Weight = 376 kg (860 Ib)
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* Dimensions and weights may vary depending on options and should be checked before crating or lifting. Conversion factors have been used to
convert from Imperial to Metric measures.

Boart Longyear is constantly striving to improve its products and must therefore, reserve the right to change designs, materials, specifications and price without notice. Copyright © 2009 BOART LONGYEAR. All Rights Reserved
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DIMENSIONS AND WEIGHTS*

Dry Weight = 580 kg (1,279 Ib) % —

1375 mm
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Wet Weight = 510 kg (1,124 Ib)
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Wet Weight = 145 kg (320 Ib)

The max. output of the standard 2-speed
motor of the LO9 is as follows:

High vol./low pres. - 20 gpm @ 300 psi T mm
Low vol./high pres. - 10 gpm @ 800 psi 462 mm 221
(167

* Dimensions and weights may vary depending on options and should be checked before crating or lifting. Conversion factors have been used to
convert from Imperial to Metric measures.

Boart Longyear is constantly striving to improve its products and must therefore, reserve the right to change designs, materials, specifications and price without notice. Copyright © 2009 BOART LONGYEAR. All Rights Reserved
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DIMENSIONS AND WEIGHTS*

Wet Weight = 254 kg (560 Ib)

The max. output of the standard 2-speed
motor of the W11 is as follows:
High vol./low pres. 35 gpm @ 300 psi 6.2 hp

Low vol./high pres. 17 gpm @ 800 psi 7.9 hp 7:‘25? N

688 mm

If a higher output pressure system is required
an optional 2-speed motor can be supplied

with the following max. output: —
High vol./low pres. 23 gpm @ 950 psi 12.7 hp
Low vol./high pres. 11 gpm @ 1000 psi 6.4 hp

Wet Weight = 31 kg (68 Ib)

NOTE: Maximum speed of the mud
mixer shaft at full flow is
2300 rpm.
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* Dimensions and weights may vary depending on options and should be checked before crating or lifting. Conversion factors have been used to
convert from Imperial to Metric measures.

Boart Longyear is constantly striving to improve its products and must therefore, reserve the right to change designs, materials, specifications and price without notice. Copyright © 2009 BOART LONGYEAR. All Rights Reserved



